' fa). 

uniform crimps along the length thereof, said crimps extending on both sides of said tubular 
body and having a crimp frequency of no less than about 6 crimps per centimeter. 


Or 

6. (Amended) A woven textile graft comprising: 

an dnngate tubular graft bodv having a wall, said wall havine a thickness of no 
greater than about 0.16 mm and defining a pattern of wave-like crimps extending along both 
sides of said tubular body, the number of crimps, Cyper centimeter of body length being defined 
by the-equation: 

O c=p (t + io)r^_ 

wherein t equals the body wall thickness in mm. 


f 
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Claim feline 3, delete "0.6" and substitute therefor -0.5--. 


r 

1 1 . (Amended) A woven textile intraluminal ly implantable graft comprising: 

an elongate tubular graft bodv havine a wall, said wall having a thickness of 
dimension such that the graft bodv [mav be] is capable of being readily compressed for insertion 
into a delivery catheter; 

said tubular graft body having a plurality of longitudinally spaced wave-like crimps along 
the length thereof on both sides of said tubular body[; 

said tubular graft body including a plurality of wave- like crimps along the length of said 
tubular bodv]. said wave-like crimps defining a crimp frequencv of no less than 8 crimps per cm. 
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Canc&Pclaim 13"^ 

Claim 14, linet^change "13" to --12--. 
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